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E.ONE Line Available finish: black or silver faceplate

NEW: Stream2 Asynchronous network bridge with digital and analog ouputs

UPnP and DLNA compatible; supports MQA and DSD; vTuner, TIDAL and QOBUZ streaming services; Roon end 

point; asynchronous bit-perfect data transmission;  <100fS jitter due to ultra-low phase noise master clocks; 

galvanic isolation protection; gapless playback; network updates online; 1 Ethernet input, 1 USB-A input for 

connecting FAT32 formatted USB storage devices; 1 AES, 1 SPDIF, 1 TOS digital out; 1 RCA analog out; ouput 

level for all outputs can be varied or fixed

2290

CD3t CD transport

1 AES, 1 SPDIF/BNC digital out

2290

DAC2.8 DAC with volume control

24bit/192kHz 124dB dynamic range dual-differential DAC; HDRCore™and 24bit volume control; 1/4-inch front 

panel headphone output with 300mA high current low impedance dedicated amplifier; 8-character alphanumeric 

display; 1 async USB, 1 AES, 2 SPDIF, 2 TOS digital in; 1 RCA analog in; 1 XLR, 1 RCA analog out, 1 headphone 

out; home theater bypass function; remote

3290

Phono MM/MC Phono Stage

Discreet Single Stage Amplifier (DSSA) with a single-stage folded cascode architecture and over 500mA of peak 

current output capability assuring fast transients and very low constant distortion levels through the audio band; 

adjustable loading and gain setting, precision RIAA filter, 1 RCA input, 1 XLR out, 1 RCA out

1990

PRE5 Balanced preamplifier

Bel Canto impedance optimized in- and output stage; fully balanced internal architecture; discrete high current 

output buffers; 1/4-inch front panel headphone output with 300mA high current low impedance dedicated amplifier; 

8-character alphanumeric display; 125dB dynamic range; 1 XLR, 5 RCA in; 1 XLR, 1 RCA out, 1 headphone out; 

home theater bypass function; remote

2990

NEW: REF501S Balanced dual mono power amplifier

2 x 150w @ 8ohms; Bel Canto impedance optimized input stage; 17.5A peak output current: per channel; damping 

factor >1000; 120dB dynamic range; 2 XLR 2 RCA in

2990

NEW: REF601M Balanced mono amplifier (pair)

1 x 300w @ 8ohms; Bel Canto impedance optimized input stage; 27A peak output current: per channel; damping 

factor >1000; 121dB dynamic range; 1 XLR 1 RCA in, selectable gain (27dB or 33dB); power trigger (5V to 12V)

6490

NEW: C6i Integrated amplifier

2 x 75W @ 8ohms; 12.5A peak output current: per channel; damping factor >400; 24bit/192kHz 120dB dynamic 

range dual-differential DAC; HDRCore™and 24bit volume control; 1/4-inch front panel headphone output with 

100mA high current low impedance dedicated amplifier; 8-character alphanumeric display; 2 SPDIF/RCA, 2 TOS, 1 

USB 24/192 and DSD128 (DoP), 1 Line in, 1 Phono MM in; 1 pre-out, 1 headphone out; home theater bypass 

function; remote

3490

BLACK EX Line Available finish: black only

EX DAC Streaming asynchronous control/preamlifier DAC

Streamer (vTuner, TIDAL and QOBUZ); DAC (MQA and DSD playback); phonopreamplifier (MM/MC); premaplifier

15490

EX AMP Balanced poweramplifier

Dual mono poweramplifier (2 x 350W @ 8ohms)

12990

EX Integrated All in one integrated amplifier

Streamer (vTuner, TIDAL and QOBUZ); DAC (MQA and DSD playback); phonopreamplifier (MM/MC); integrated 

amplifier (2 x 250W @ 8ohms)

17490
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E1X Line Available finish: black only

E1X DAC Streaming asynchronous control/preamlifier DAC

Streamer (vTuner, TIDAL and QOBUZ); DAC (MQA and DSD playback); phonopreamplifier (MM/MC); premaplifier

7990

E1X AMP Balanced poweramplifier

Dual mono poweramplifier (2 x 250W @ 8ohms)

6990

E1X Integrated All in one integrated amplifier

Streamer (vTuner, TIDAL and QOBUZ); DAC (MQA and DSD playback); phonopreamplifier (MM/MC); integrated 

amplifier (2 x 250W @ 8ohms)

9490

BLACK Line Available finish: black only

ASC2 / MPS1 Black 3 chassis system

1x control unit; streamer (vTuner, TIDAL and QOBUZ); phonopreamplifier (MM/MC); preamplifier, 2x mono 

powerDAC (MQA and DSD playback, 300W @ 8ohms)

69990

ASC2 / Control DAC Black 2 DAC and Preamplifier

1x control unit; streamer; phonopreamplifier (MM/MC); preamplifier, 1x dual mono powerDAC (MQA and DSD 

playback, 300W @ 8ohms)

44990

 ACI 600 Integrated Black all in one system

Streamer (vTuner, TIDAL and QOBUZ); DAC (MQA and DSD playback); phonopreamplifier (MM/MC); integrated 

amplifier (300W @ 8ohms)

34990
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