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Push-Pull
Triode 25 All-valve Class AB integrated 2x 45w in pentode, 2x25w in triode mode

4x EL34, 1x ECC82 and 2x ECC83, output impedance 6ohm, 

4x line input, 1x tape out, 1x subwoofer out, 1x speaker out, volume remote controlled, 

optional USB DAC (up to 24bit/192kHz and DSD128), 

300 x 450m x 200mm WDH, 25kg, cherry or black

3480

Single-Ended Ultralinear
Simply Italy All-valve 2x 12w pure Class A single-ended ultralinear integrated 

2x EL34 and 2x ECC82, output impedance 6ohm, 

5x line input, 1x tape out, 1x speaker out, volume remote controlled, 

optional USB DAC (up to 24bit/192kHz and DSD128), 

260 x 190 x 350mm WDH, 15kg, cherry or black

2380

NEW: Simply 845 All-valve 2x23w pure Class A single-ended ultralinear integrated

2x 845, 4x ECC82 , output impedance 6ohm, 

4x line input, 1x tape out, 1x sub out, 1x speaker out, volume remote controlled, 

370 x 570 x 260mm WDH, 31kg, cherry or walnut

8780

Sinfonia All-valve 2x 27w pure Class A parallel single-ended ultralinear integrated

4x 6550 and 2x ECC82, output impedance 4 to 8ohm, 

5x line input, 1x tape out, 1x subwoofer out, 1x speaker out, volume remote controlled, 

400 x 385 x 195mm WDH, 25kg, cherry or mahogany

5280

Sinfonia limited As above, but 2x 29w, 4x KT88 Gold Lion tubes and Mundorf caps 6180

Performance All-valve 2x 40w pure Class A triple-parallel single-ended ultralinear integrated

6x 6550, 2x ECC82 and 2x ECC83, output impedance 4 to 8ohm, 

5x line input, 1x tape out, 1x speaker out, volume remote controlled, 

600 x 480 x 235mm WDH, 50kg, cherry or mahogany

11180

VALVE HEADPHONE AMP

SH Dedicated headphone amp

Pure Class A single ended input (1x ECC83) and output stages (1x EL84 in triode mode), 

1 x line Level input (RCA), 1x USB input (up to 32bit/384kHz and DSD128), 2x 6.3mm Jack 

(in parallel), 

225 x 126 x 322mm WDH, 6kg, cherry or black

1680
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Simply Phono All-valve pure Class A MM/MC phono pre

4x ECC83, 1x MM/MC phono input, 1x ouput, external powersupply, 

140 x 290x 105mm WDH, 3kg, cherry or black

1380

Simply Phono PSU Power supply for simply phono 580

Phono One All-valve pure Class A zero feedback MM/MC phono pre

5x ECC83, 1x MM/MC phono input, 1x output, external powersupply, 

373 x 246 x 58mm WDH, 4kg, cherry or black

2580

UNICO SERIES

Unico black finish Black face plate for Unico series products 120

Unico Nuovo Hybrid integrated 

Pure Class A parallel double triode preamp stage (2x ECC83), dynamic Class A power 

Mosfet output stage with 2x 95w @ 8Ohm, 

5x line input (1x optional MM/MC phono), 1x tape out, 1x subwoofer out, 2x speaker out (bi-

wiring), remote control, 

435 x 430 x 95mm WDH, 16kg, black or silver faceplate

2380

NEW: Unico Due Hybrid integrated

Pure Class A parallel double triode preamp stage (2x ECC83), Dynamic Class A BJT 

double complementary “Super-Symmetric” configuration output stage with 2x 100w @ 

8Ohm, 

3x line input, 1x phono MM/MC, 1x USB input (up to 32bit/384kHz and DSD 128), 1x tape 

out, 1x subwoofer out, 1x DAC out, 2x speaker out (bi-wiring), remote control, 

435 x 430 x 130mm WDH, 19kg, black or silver faceplate

2980

Unico CD Uno DAC / CD player

Pure Class A double triode output stage (1x ECC83 totem pole), transport 8829CD-KHM 

DVD-Loader (only audio CD), DAC ESS Sabre ES9018k2M with jitter eliminator, 

1x USB input (up to 32bit/384kHz and DSD256), 1 x SPDIF, 1x AES, 1x Tos (up to 

24bit/176.4kHz and DSD64-DoP), 1x Bluetooth 3.0 connectivity, 1x analogue output (RCA), 

1x digital output (RCA), 

435 x 430 x 95mm WDH, 10kg, black or silver faceplate

2680

Unico CD Due DAC / CD player

Prure Class A parallel double triode output stage (2x ECC83 totem pole), transport 

8829CD-KHM DVD-Loader (only audio CD), DAC ESS Sabre ES9018k2M with jitter 

eliminator, 

1x USB input (up to 32bit/384kHz and DSD256), 1 x SPDIF, 1x AES, 1x Tos (up to 

24bit/176.4kHz and DSD64-DoP), 1x Bluetooth 3.0 connectivity, 2x analogue output (RCA, 

XLR), 1x digital output (RCA), 

435 x 430 x 95mm WDH, 10kg, black or silver faceplate

4180

NEW: uPhono+ Multifunctional MM/MC phono preamplifier with high resolution analog to digital processing 

and conversion (24bit/96kHz) and high-current headphone stage

1x phono input, 1x fixed line out, 1x variable out, 1x headphone out, 1x USB, 1 x SPDIF, 1x 

Tos3 digital outputs

251 x 216 x 25mm WDH, 2.8 Kg, black or silver faceplate

1080

ACCESSORIES

Optional USB DAC Simply Italy / Triode 25 Optional USB DAC for Simply Italy (up to 32bit/384kHz and DSD128) 330

Unico Phonoboard Phono board MM/MC for Unico Primo, Nuovo, Secondo 190

RC3 Wood remote control 250
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